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1571 ABsrRAcr 
A sensor for detecting a chemical substance includes an 
insertion element having a structure which enables in- 
sertion of the chemical substance with a resulting 
change in the bulk electrical characteristics of the inser- 
tion element under conditions suf€icient to permit effec- 
tive insertioq the change in the bulk electrical charac- 
teristics of the insertion element is detected as an indica- 
tion of the presence of the chemical substance. 



























BACKGROUND OF THE INVENTION 
The United States Government has rights in this 
invention pursuant to contract No. NO0014-84-42-0758 
awarded by The Department of the Navy, and NASA 
Contract NAS7-986. 
This application is a continuation in-part of Rauh, 
U.S. Sere No. 894,285, fled Aug. 7, 1986, now a h -  lo 
doned. 
This invention relates to detecting chemical sub- 
Stances. 
Solid state chemical sensors are semiconductor based 
devices which can detect chemical substances, e.g., 15 
hydrogen. One type of solid state sensor is the Schottky 
barrier diode sensor. Harris, J. Electrochem. Soc.: So- 
lid-state Science and Technology, 2657-62 (1980), d e  
scribes a Schottky barrier diode sensor for detecting 
hydrogen in which a polycrystalline Ti% semiconduct- 20 
ing film is disposed between a Pt film and a Ti film. A 
Schottky barrier exists at the Pt/Ti@ interface and 
forms the basis of the sensor‘s ability to detect hydro- 
gen. Upon exposure to hydrogen, hydrogen atoms dif- 
fuse into the Ti% film and ionize, causing the barrier 25 
height, and thus the resistance, of the diode to decrease!. 
The decrease in resistance can be measured as an indica- 
tion of hydrogen concentration. 
Another type of solid state chemical sensor is based 
on metal-insulator-semiconductor (MIS) or metal oxide 30 
semiconductor (MOS) capacitors. In these sensors, a 
catalytic film (Le., one which dissociates molecules) is 
separated from a semiconductor film by a dielectric 
film. Exposure to a gas, e.g., hydrogen, changes the 
capacitance of the sensor. The change in capacitance 35 
can be measured as an indication of gas concentration. 
Chemical sensors not based on semiconductors are 
also known. Shaver, Appl. Phys. Lett., 11:255 (1967), 
describes a hydrogen sensor employing a W03 film 
contacted at two edges by metal electrodes. A “small 40 
amount” of Pt is disposed on the surface of the W03 
film to “activate” the wO3. E x p u r e  to hydrogen at 
elevated temperatures (250-400’ C.) causes the surface 
resistivity of the wo3 film, measured across the film, to 
decrease; the magnitude of the decrease! is related to 45 
hydrogen concentration. 
SUMMARY OF THE INVENTION 
In general, the invention features a sensor that in- 
cludes an insertion element having a structure which 50 
enables insertion of a chemical substance with a result- 
ing change in the bulk electrical characteristics of the 
insertion element; and detecting means for detecting the 
change in the bulk electrical characteristics of the inser- 
tion element as an indication of the presence of the 55 
chemical substance. (As used herein, the term “bulk 
electrical characteristics” refers to the electrical charac- 
teristics, e.g., conductivity, dielectric constant, etc., 
throughout the thickness of the insertion element. In 
contrast, the term “surface electrical characteristics” 60 
refers to the conductivity confined to the surface, e.g., 
the first few atomic layers, of the insertion element.) In 
one aspect, the detecting means measures the change in 
capacitance of the sensor as a manifestation of the 
change in bulk electrical properties of the insertion 65 
element. 
The detecting means can also include first and second 
electrically conductive elements that sandwich the in- 
sertion element. The first electrically conductive ele- 
ment preferably includes a catalytic element, preferably 
Pt, Pd, Cu, Ru, Ni, or Au, which serves to dissociate the 
chemical substance into species that can insert into the 
bulk of the insertion element, and the second electri- 
cally conductive element preferably includes a metal, 
e.g., a luminq a semiconductor, e.g., p type or n type 
Si; or an electrically conductive ceramic, e.g., indium 
tin oxide (ITO). Suitable materials for the insertion 
element include wo3, IrOz, and HfS2. Preferably, the 
sensor further includes a dielectric element, e.g., Si% or 
TazOs, in electrical contact with the insertion element, 
and the dielectric element and insertion element are 
sandwiched between first and second electrically con- 
ductive elements described above. The chemical sub- 
stance preferably includes hydrogen or ammonia. Ex- 
amples of hydrogen-containing chemical substances 
that can be sensed include hydrogen gas, ethanol, and 
ammonia. Where the second electrically conductive 
element includes a semiconductor, the sensor is prefera- 
bly incorporated as part of a field effect transistor. 
The invention also features a method for detecting a 
chemical substance, including the steps of providing a 
sensor including an insertion element; contacting the 
sensor with the chemical substance under conditions 
sufficient to permit effective insertion, whereupon the 
chemical substance inserts into the bulk of the insertion 
element and causes the bulk electrical characteristics of 
the insertion element to change; and detecting the 
chemical substance based on the change in the bulk 
electrical characteristics of the insertion layer. Prefera- 
bly, the sensor is operated at temperatures less than 150’ 
C., and, more preferably, at room temperature. 
The invention provides chemical sensors which can 
be used to detect any chemical substance that can insert 
into the insertion element of the sensors or of dissociat- 
ing, e.g., in the presence of a catalyst, to form insertable 
species. The sensors exhibit rapid detection and clearing 
responses because the inserted materials are highly mo- 
bile within the insertion element. Moreover, the sensors 
can be used over a wide range of chemical concentra- 
tions because they are sensitive at low concentrations 
but do not saturate readiiy, even at high concentrations, 
as a result of the many insertion sites that exist. The 
selectivity of the sensors can be modulated by adjusting 
the lattice constant of the insertion element. 
The sensors can be used over a broad temperature 
range, including room temperature. The ability of the 
sensors to operate at relatively low temperatures (i.e. 
compared to conventional sensors which typically op- 
erate above 250’ C.) makes them useful in silicon-based 
integrated circuits, which cannot be operated effec- 
tively above about 150’ C. Furthermore, the use of 
external heatemcan be avoided. 
Other features and advantages of the invention will 
be apparent from the following description of the pre- 
ferred embodiments thereof, and from the claims. 
DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 
We first briefly describe the drawings. 
FIGS. 1 and 2 are fragmentary diagrammatic cross- 
sectional views, respectively, of a sensor embodying the 
invention, and a field effect transistor incorporating a 
sensor embodying the invention. 
2IG. 3 is a graph showing the capacitance-voltage 




A chemical sensor 10 employing an insertion element 
16 is shown in FIG. 1. Insertion element 16 is a film 
having an open lattice structure which permits insertion 
of atoms or molecules. Insertion occurs through two 
mechanisms, depending upon the species being inserted. 
The h t  mechanism is electron transfer. According to 
this mechanism, the atoms or molecules (inserted spe- 
cies) insert into the bulk of element 16 and ionize to 
form electrons and chargecompensating ions, thereby 
increasing the bulk electrical conductivity of element 
16; the conductivity is proportional to the concentra- 
tion of inserted species. The increase in the bulk con- 
ductivity of element 16 forms the basis of the ability of 
sensor 10 to detect chemical substances, e.g., hydrogen, 
which ionize in the described manner. Both the elec- 
trons and ions are highly mobile throughout the bulk of 
element 16. Thus, element 16 exhibits both electronic 
and ionic conductivity. 
The second mechanism is physisorption. According 
to this mechanism, the atoms or molecules physically 
adsorb onto the surface of insertion element 16 and then 
diffuse through its bulk structure without ionizing. The 
insertion process changes the dielectric constant of 
element 16, which in turn cm be detected as a~ indica- 
tion of the inserted species. 
To enable sensor 10 to operate at reduced tempera- 
tures (i.e. < 150' C)$ it k necessary that the initial inser- 
tion process be energetically favorable (Le. the change 
in free energy associated with it must be negative). This 
provides a thermodynamic driving force for the inser- 
tion. Furthermore, the inserted species must be highly 
mobile throughout element 16 because the response rate 
of sensor 10 is related to the diffusion rate ofthe inserted 
species through element 16. 
High mobility requires that there be a proper size 
match between the inserted species and the channels or 








which these sDecies diffuse. For examule. HR3.2. a CGS- 40 
talline layer4 chalcogenide compo&d, 'is suikble ;or 
detecting ammonia because the Van der Waals spacing 
between the layers is large enough to accommodate the 
ammonia molecule. In the case of oxides such as 11-02 
and WO3, which are the preferred materials for hydro- 
gen detection, it h desirable to use amorphous materials 
because the lower densities (30-75% reduction com- 
pared to single crystal) give rise to more space-filling 
voids for accommodating the inserted hydrogen atoms. 
This in turn leads to higher mobilities throughout h e r -  
tion element 16. 
The thickness of element 16 preferably ranges from 
1O00 to lO,O00 A. Suitable materials for element 16 
include single crystalline, polycrystalline, and amor- 
phous insertion compounds. Examples of suitable mate- 
rials include trioxides, e.g., W03, Mo03, and ReO3; 
dioxides, e.g., WO2, MoO2, ReO2, OsOz RuO2, PbOa 
Pt02, Ti02 (amorphous) and 1102; MxOy, where y/x- 
=2-3 and M is V, Ci-, W, Mo, Ta, QP Re-, M where 
y/x=l-2 and M k Co, Fe, Rh, or Ni; MxQy9 where 
y/x=0.5-1 and M is Cu; solid solutions of M02i-TiQ2, 
where M is Ir, Re, or Os; PdO layered chalcogenides 
having the formula MX2, where M is W, Mo, Zr, Hf, 
Ta, Ti, Ni, or V, and X, independently, is S,  Se, or Te; 
GaX or NiPX3, where X is S, Se, or Te; SnS2; p-ZrNX, 
where X is C1 or Br; cubic bronzes having the formula 
MdQO)3+(x/2), where x=0.054.4, M is K, Cu, Ag, or 







where y=1-2, x=0.05-0.3, and M is K, Cu, Ag, or Cs. 
These materials can also be alloyed with one another. 
The particular material chosen will depend on the 
chemical substance being detected. For example, if a 
hydrogencontaining substance, e.g., ammonia or etha- 
nol, is being detected, the material must be capable of 
insertion of hydrogen atom. The most preferred mate- 
rials for hydrogen detection are amorphous W03 and 
IrO2. The preferred materid for ammonia detection is 
Hfs2. 
Insertion element 16 is sandwiched between electri- 
cally conductive elements 1% and 14; a dielectric 5 ele- 
ment 18 separates insertion element 16 from electrically 
conductive element 14. Ohmic electrical contacts 20 
and 22 connect elements 12 and 14 to conventional 
external a.c. circuitry 13 for measuring changes in the 
capacitance of sensor 10 caused by changes in the bulk 
electrical characteristics of insertion element 16. 
Electrically conductive element 12 is preferably a 
catalytic metal which is capable of dissociating the 
chemical substance being detected into species that can 
insert into insertion element 16. For example, if the 
chemical substance is a hydrogencontaining molecule, 
e.g., water or ethanol, element 12 dissociates the mole- 
cule into species that include hydrogen atoms, which 
then dfluse through element 12 and insert into insertion 
element 16. The change in free energy associated with 
the transfer from element l2 to insertion element 16 is 
preferably negative to provide a thermodynamic diving 
force for the transfer. 
The choice of catalytic metal will depend on the 
particular chemical substance being detected. Examples 
of suitable metals are Pt, Pd, Ir, Ru, Os, Fe, Ag, Au, Cu, 
and Ni, used alone or alloyed with each other. The 
metals can also be alloyed with non catalytic metals or 
insulators to increase the active surface area of the cata- 
lyst and to prevent surface poisoning. The catalyst can 
be provided in the form of halides, carbonyls, halocar- 
bonyh, and oxides, with a noncatalystic porous contact 
layer, e.g. gold. Preferred catalytic metals for hydrogen 
detection include Pd, Pt, and Rh, most preferably Pd. 
The thickness of element 12 preferably is between 50 
and IO00 A to permit rapid diffusion of the catalytically 
dissociated chemical species. It can be deposited as a 
continuous film or as a grid. It is not necessary that a 
Schottky barrier exist at the interface between element 
12 and insertion element 16. 
Electrically conductive element 14 is preferably a 
single or polycrystalline semiconductor, e.g., p type Si 
or n-type Si. The thickness of element 14 ranges from 
IO00 A (for a thin film) to greater than 1 mm (for a free 
standing crystal). 
Dielectric element 18 insulates insertion elem-ent 16 
from electrically conductive element 14. Preferably, 
dielectric element 18 is Si02, Si3Nh or Ta2O5. The 
thickness of element 18 ranges from 50 to IO00 A, and is 
designed to be sufficient to prevent electrons from tun- 
nelling between insertion element 16 and electrically 
conductive dement 14. Both dielectric element 18 and 
electrically conductive element 14 are preferably con- 
tinuous layers. 
EXAMPLE 1 
A Pd/WO3/SiOdp-Si hydrogen sensor embodying 
the invention was prepared as follows. 
A single crystalline p-type Si substrate with (100) 
orientation and a resistivity of 2.5 ohm-cm was selected. 
An oxide layer 520 A thick was grown on the surface of 
5 
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the Si substrate at 1100' C. in an atmosphere of dry 
02/3% HC1. Following oxidation, the oxide was re- 
moved from the back surface of the Si substrate, and an 
Al ohmic contact applied by thermal vacuum evapor- 
tion, followed by annealing in Nz at 400' C. A 3600 A 5 
thick film of amorphous WO3 was then deposited on the 
oxidized surface by thermal evaporation in an atmo- 
sphere of pure a(O.rpressure=5X lO-4torr). Pd dots, 
200 A thick with diameters ranging from 0.5 to 2 mm 
were then deposited onto the WO3 film by thermal 10 
vacuum evaporation, followed by annealing in Nz at 
400' c. 
The following hydrogen sensors were also prepared 
using a method analogous to the abovedescribed 
method: Pd/WO3/Sioz/n-Si; Pt/WO3/SiOZ/p-Si; 15 
Pt/WO3/SiOz/n-Si; and Au/WO3/SiOZ/p-Si. 
EXAMPLE 2 
Sensors in which insertion element 16 is Iroz were 
prepared as described above for the WO3-based sensors 20 
except that the Iroz layer was deposited by reactive rf 
magnetron sputtering under and 0 2  pressure of 2 pm 
from a pure iridium target. 
EXAMPLE 3 25 ~ 
A Pd-Au/HfSz/LTO/Glass ammonia sensor embody- 
ing the invention was prepared as follows. 
N-type HfSz single crystals were grown by iodine 
vapor transport as follows. Pure Hf powder was reduc- 
tion annealed in flowing Hz at 400-500' C. to reduce 30 
oxide surface layers and then annealed in a vacuum of 
1 x 10-6torr at 450' C. for 3 hours to remove hydrogen. 
Next, the powder was further purified by subliming at 
115' C. in vacuo and collecting the condensate on a 
Stoichiometric quantities of the purified Hf powder 
and S were placed in a quartz reaction tube (22 mmx 25 
cm) and a quantity of iodine (5 mg/d  of tube volume) 
added as a transport agent. The tube was evacuated to 
< 1 X 10-3 torr, sealed, and placed in a multizone fur- 40 
nace with the growth zone 50' C. cooler than the reac- 
tant zone. The temperature of both zones was then 
increased in approximately 50' C. intervals until trans- 
port to the growth zone was evident. 
creased approximately 50' C. higher than the reactant 
zone to back-transport all material to the reactant zone 
and the temperature of the growth zone quickly re- 
duced to c.a. 10' C. higher than the reactant zone. The 
temperature of the growth zone was then reduced at a 50 
rate of 2' C./hr until it was 50' C. lower than the reac- 
tant zone. These conditions were maintained for about 
80 hours, in which time crystal growth occurred. 
The Pd Au catalyst layer was evaporated as a series 
of dots onto the surface of the HfSz crystals. An ohmic 55 
contact was applied to the back surface of the crystals 
by applying an W G a  eutectic. The structures were 
then mounted onto an ITO/glass substrate. 
HfSz sensors in which the catalyst layer was Au and 
Pt-Au were prepared in analogous fashion. 
Field Effect Transistor 
Sensor 10 is preferably incorporated as part of a field 
effect transistor 24, shown in FIG. 2. Transistor 24 
features insertion element 16 sandwiched between elec- 
trically conductive element 12 and dielectric element 65 
18. Dielectric element 18 contacts electrically conduc- 
tive element 14, shown here as a p-type semiconductor, 
Le., p-Si. Element 14 also has 2 n-type portions in elec- 
cold finger containing dry ice and acetone. 35 
Next, the temperature of the growth zone was in- 45 
60 
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trical contact with dielectric element 18 and separated 
from each other by a ptype region of element 14. 
A drain electrode 26 contacts one of the n-type por- 
tions, while a source electrode 28 contacts the other 
n-type portion. A gate electrode 30 contacts electrically 
conductive element 12 and is used to apply an electrical 
potential from a conventional external source (not 
shown) between gate electrode 30 and source electrode 
28; this applied potential controls the conductance be- 
tween drain electrode 26 and source electrode 28. A 
base electrode 32, connected to element 14 through 
ohmic contact 22, completes the circuit. 
Operation 
Sensor 10 can be used to detect any chemical sub- 
stance which is itself capable of insertion into insertion 
element 16, or is capable of dissociating in the presence 
of a catalyst to form insertable species. Preferably, sen- 
sor 10 is used to detect hydrogen or hydrogencontain- 
ing chemical substances, e.g., water or ethanol. Sensor 
10 can be operated at temperatures ranging from room 
temperature to 400' C. Preferred operating tempera- 
tures range from room temperature to 150' C. 
mG. 3 shows a graph of the capacitance-voltage 
response of sensor 10; capacitance is plotted on a verti- 
cal axis 34, while voltage is plotted on a horizontal axis 
36. Before exposure to hydrogen, sensor 10 exhibits an 
S-shaped capacitance-voltage curve 38, typical of con- 
ventional parallel plate metal-insulator-semiconductor 
capacitors. Upon exposure to hydrogen, electrically 
conductive element 12 catalytically dissoCiates the hy- 
drogen molecules into hydrogen atoms, which diffuse 
through element 12 and insert into insertion element 16. 
Once inserted, the hydrogen atoms further dissociate to 
form electrons and chargecompensating hydrogen 
ions. These electrons and ions transforms insertion ele- 
ment 16 from an insulator to an electrical conductor. In 
addition, water molecules present in the ambient atmo- 
sphere are physisorbed and transported into the bulk of 
element 16 without a corresponding electron transfer. 
Because insertion element 16 is now electrically con- 
ductive, the ability of insertion element 16 and dielectric 
element 18 to screen electrically conductive elements 
12 and 14 from each other decreases. The net result of 
this decrease is to shift S-shaped capacitance-voltage 
curve 38 upwardly along vertical capacitance axis 36 to 
S-shaped curve 40. The physisorbed species also con- 
tribute to the capacitance change by changing the di- 
electric constant of element 16. Thus, the shift in capaci- 
tance represents contributions from both hydrogen and 
physisorbed water molecules. 
Exposure to hydrogen also causes curve 40 to be 
shifted horizontally along x-axis 36 relative to curve 38, 
changingthe location of the transition region. This shift 
is related to the change in flat band voltage of sensor 10, 
which is caused by electron transfer from the inserted 
hydrogen atoms. However, because physisorbed spe- 
cies do not transfer electrons, they do not contribute to 
this horizontal shift. Therefore, the concentrations of 
hydrogen and water can be measured, and their relative 
contributions separated from each other, by monitoring 
the capacitance of sensor 10 in response to an a.c. volt- 
age applied between electrically conductive elements 
12 and 14 and then separating out the contribution from 
the electron-transfer species by measuring the change in 
the flat band voltage. 
To regenerate sensor 10 after hydrogen exposure, 
sensor 10 is exposed to air or an oxygen-enriched atmo- 




12 provide a driving force for removing the hydrogen 
ions and electrons by promoting water formation at the 
surface of element 12. 
When sensor 10 is incorporated as part of field effect 
transistor 24, the changes in the capacitance of sensor 10 
upon hydrogen exposure are reflected in changes in the 
age applied between gate electrode 30 and sourec elec- 
trode 28 required to initiate current flow between 
source electrode 28 and gain electrode 26. Changes in 
Vaare related to the concentration of hydrogen. Tran- 
sistor 24 is regenerated by exposing it to air or an oxy- 
genenriched atmosphere to promote water fomtion. 
The sensors of the invention can be used, e.$., as 
smoke detectors, humidity sensors, gas leak detectors, 
and alcohol analyzers for detecting alcohol in breath. 
Preferably, pattern recognition h used to distinguish 
between individual chemical substances present in the 
sample being analyzed. For example, a breath sample 
being analyzed for ethanol will also contain water. Eth- 
anol produces a different response from water when 
detected by sensor 10. Thus, by comparing the sample 
response to the response when pure ethanol is present, it 
is possible to determine whether the sample contains 
ethanol in addition to water. 
Other embodiments are within the following claims. 
Dielectric element 18 can be eliminated from sensor 
10 so that insertion element 16 directly contacts electri- 
cally conductive element 14; an example of such a sen- 
sor has the structure Au/W03/p-Sie In these embodi- 
ments, exposing the sensor to hydrogen causes a d.c. 
current to flow through the sensor as insertion element 
16 becomes electrically conductivG the current is pro- 
portional to the concentration of hydrogen ions and 
electrons inserted in insertion element 16, and thus the 
hydrogen concentration. If a Schottky barrier forms 
between insertion element 16 and electrically conduc- 
tive element 12 upon hydrogen exposure, the sensor 
becomes a rectifying diode. By measuring the capaci- 
tance of the diode under reverse bias, the hydrogen 
concentration can be determined. 
Sensors in which dielectric element 18 has been elhi- 
nated can also be incorporated into field effect transis- 
tors. 
Electrically conductive dement 14 can also be a 
metal, e.g., AI or Au, or an electrically conductive 
ceramic, e.g., indium tin oxide (ITO). The following 
sensors, in which element 14 is a metal, have been pre- 
pared: Pt/WO Pd/WO3/TazOs/Aq Pd/WO3/’FazOs. 
/Au; Au-Pd/WOs/SiOz/ITO Au-Ni/W03/SiOz. 
/IT0 Au-Cu/WO3/SiOflTO: Au-Pt/WO3/SiOz. 
/ITO; Au-Ru/WO~/ITB; and Au/WO3/Ta2Os/Au. 
Analogous sensors in which insertion element 16 is 
IrO2 were also prepared. In these embodiments, expos- 
ing the sensor to hydrogen changes the capacitance of 
the sensor, which can be measured by passing an a.c. 
current between electrically conductive elements 12 
and 14. The sensor capacitance (Cs) is given by the 
following equation: %/Cs= I/Cr+ $/CDE, where CI is 
the capacitance of insertion element 16 and CDE h the 
capacitance of dielectric element 18. Hydrogen expo- 
sure changes Cr, while CDE remains constant. 
Dielectric element 18 can also be eliminated from 
sensors in which electrically conductive element 14 is a 
metal or electrically conductive ceramic; an example of 
such a sensor has the structure Au/W03/ITO. In these 
embodiments, exposing the sensor to hydrogen causes 
the capacitance of the sensor to change as insertion 
threshold voltage (vr) Qf tramistor 24. VT iS the Volt- 
element 16 becomes electrically conductive; the capaci- 
tance is not, however, a function of the applied voltage. 
Changes in the capacitance can be related to the con- 
centration of hydrogen. 
The electrical resistance of a sensor in which electri- 
cally conductive element 14 k a metal and dielectric 
element 18 is e l i i t e d  can also be monitored and 
related to hydrogen concentration. 
The catalytic metal can be incorporated into the 
10 pres  of insertion element 16. It can also be present with 
alternating or graded layers of an inert metal to increase 
the longevity of sensor 10. 
When electrically conductive element 14 is a metal or 
electrically conductive ceramic, the sensor cannot be 
l5 incorporated into a solid state field effect transistor. The 
s e w r  can, however, be incorporated into hybrid cir- 
cuits, i.e., circuits haying both semiconductor and non- 
semiconductor components. 
The sensor can also be regenerated by simply remov- 
2o ing the substance being detected, e.g., hydrogen gas, 
instead of exposing the sensor to air or an oxygen- 
enriched atmosphere. 
Insertion of atoms or molecules into the bulk of ele- 
ment 16 can cause the bulk electrical conductivity of 
25 element 16 to decrease; the decrease is related to the 
concentration of inserted species. 
The lattice constant of element 16 can $e modified by 
reacting element 16 with any of the following materials 
3o during the fabrication of the sensor: Lewis bases, e.g., 
amines; organic sulfides, e.g., carbon disulfide; alkali 
metals, e.g., potassium; or transition metals, e.g., iron. 
Modifying the lattice constant modulates the selectivity 
of the sensor. 
5 
35 What is claimed is: 
1. A sensor for detecting a chemical substance com- 
an insertion element comprising a compound selected 
from the group consisting of IROz and HfSz having 
a structure which enables insertion of said chemical 
substance with a resulting change in the bulk elec- 
trical characteristics of said insertion element; and 
detecting means for measuring the change in capaci- 
tance of said sensor as a manifestation sf said 
change in said bulk electrical characteristics of said 
insertion element to detect the presence of said 
chemical substance. 
2. A sensor for detecting a chemical substance com- 
an insertion element comprising a compound selected 
from the group consisting of IROz and HfSz having 
a structure which enables insertion of said chemical 
substance with a resulting change in the bulk elec- 
trical characteristics of said insertion element; and 
detecting means comprising first and second electri- 
cally conductive elements that sandwich said inser- 
tion element for detecting said change in said bulk 
electrical characteristics of said insertion element 
as an indication of the presence of said chemical 
wherein at least one of said electrically conductive 
elements comprises a semiconductor or electrically 
conductive ceramic. 
3. A sensor for detecting a chemical substance com- 
an insertion element comprising a compound selected 
from the group consisting of IR02 and HfS2 having 











substance with a resulting change in the bulk elec- 
trical characteristics of said insertion elemenc and 
detecting means for measuring the change in said 
bulk electrical characteristics as an indication of 
and said sknsor is incorporated as part of a field effect 
transistor. 
17. A method for detecting a chemical substance 
the presence of said chemical substance. 
4. The sensor of claims 1 or 3 wherein said detecting 
means comprises first and second electrically conduc- 
tive elements that sandwich said insertion element. 
5. The sensor of claim 4 wherein said first electrically 
conductive element comprises a catalytic element 
which serves to dissociate said chemical substance into 
species that can insert into the bulk of said insertion 
element, and said second electrically conductive ele- 
ment comprises a metal, semiconductor, or electrically 
conductive ceramic. 
6. The sensor of claim 5 wherein said catalytic ele- 
ment is Pt, Pd, Cu, Ru, Ni, Au, or a combination 
thereof- 
7. The sensor of claim 5 wherein said semiconductor 
is p-Si or n-Si. 
8. The sensor of claim 5 wherein said second electri- 
cally conductive element comprises a semicondutor and 
said sensor is incorporated as part of a field effect tran- 
sistor. 
9. The sensor of claims 1,2, or 3 further comprising a 
dielectric element in electrical contact with said inser- 
tion element. 
10. The sensor of claim 9 wherein said dielectric 
element comprises Si02 or TazOs. 
11. The sensor of claims 1,2, or 3 wherein said chemi- 
cal substance comprises hydrogen. 
12. The sensor of claims 1,2, or 3 wherein said chemi- 
cal substance comprises ammonia. 
13. The sensor of claim 2 wherein one of said electri- 
cally conductive elements comprises a catalytic element 
which serves to dissociate said chemical substance into 
species that can insert into the bulk of said insertion 
element. 
14. The sensor of claim 13 wherein said catalytic 
element is Pt, Pd, Cu, Ru, Ni, Au, or a combination 
thereof. 
15. The sensor of claim 2 wherein said semiconductor 
is p s i  or n-Si. 
16. The sensor of claim 2 wherein said second electri- 
cally conductive element comprises a semiconductor 
comprising the steps of 
5 providing a sensor comprising an insertion element 
comprising a compound selected from the group 
consisting of IrO2 and HfSz; 
contacting said sensor with said chemical substancq 
under conditions sufficient to permit effective in- 
sertion, whereupon said chemical substance inserts 
into the bulk of said insertion element and causes 
the bulk electrical characteristics of said insertion 
element to change; and 
detecting said change in said bulk electrical charac- 
teristics of said insertion element as an indication of 
the presence of said chemical substance. 
18. The method of claim 17 wherein said sensor is 
19. The method of claim 17 wherein said sensor is 
20. The method of claim 17 wherein said change in 
said bulk electrical characteristics is detected by means 
of first and second electrically conductive elements that 
21. The method of claim 20 wherein said first electri- 
cally conductive element comprises a catalytic element 
which serves to dissociate said chemical substance into 
species that can insert into said bulk of said insertion 
3 element, and said second electrically conductive ele- 
ment comprises a metal, semiconductor, or electrically 
conductive ceramic. 
22. The method of claim 21 wherein said sensor fur- 
ther comprises a dielectric element in electrical contact 
35 with said insertion element, said dielectric element and 
said insertion element being disposed between said first 
and second electrically conductive elements. 
23. The method of claim 17 wherein said sensor fur- 
ther comprises a dielectric element in electrical contact 
24. The method of claim 17 wherein said chemical 
25. The method of claim 17 wherein said chemical 
l5 
operated at a temperature below 150' C. 
2o operated at room temperature. 
25 sandwich said insertion element. 
40 with said insertion element. 
substance comprises hydrogen. 
substance comprises ammonia. 
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